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MITIGATION MONITORING AND REPORTING PROGRAM 

Mitigation 
Measure No. 

Mitigation Measure Method of 
Verification 

Timing of 
Verification 

Responsible 
Party 

Completed  
 

Initials    Date 

Comments 

 BIOLOGY   Pre 

Const 

During 

Const 

Post 

Const 

    

1 Temporary noise barriers shall be incorporated into the 
construction plans. These barriers shall be used if 
construction occurs during the period from 15 February to 
15 August.  No construction noise reduction measures 
are required during the period from 16 August to 14 
February. 

Field Inspection  X X  Applicant    

2 If construction requires the removal of the chain link fence 
which currently surrounds the proposed development 
area, temporary construction fencing shall be erected at 
the location of the fence to be removed. This temporary 
fencing shall be installed immediately following removal of 
the existing fence. Permanent chain-link fencing shall be 
erected to replace the construction fence at the same 
location. The location of both the temporary and 
permanent fences shall be established in the field and 
verified in writing by a biologist to the satisfaction of the 
Environmental Projects Manager, CD City of Chula Vista. 

Field Inspection & 
Letter Report  to 
City 

 X   Applicant    

3 At the completion of construction, a biologist shall survey 
the project site and surrounding area. A report shall be 
submitted to the Environmental Projects Manager, CD 
noting the condition of the riparian habitat in the area prior 
to and following construction. The report shall also verify 
that noise barriers were used if any construction occurred 
during the period from 15 February to 15 August. 

Field Inspection  X X  Applicant    
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MITIGATION MONITORING AND REPORTING PROGRAM 

Mitigation 
Measure No. 

Mitigation Measure Method of 
Verification 

Timing of 
Verification 

Responsible 
Party 

Completed  
 

Initials    Date 

Comments 

 NOISE   Pre 

Const 

During 

Const 

Post 

Const 

    

1 Prior to the commencement of construction, an acoustical 
analysis of the final plant design shall be completed to the 
satisfaction of the City of Chula Vista. The analysis shall 
be based on the manufacturer’s data or engineering 
estimates for major noise generating sources (engine air 
intakes, turbine exhaust, high pressure natural gas 
compressor, high volume air blower, absorption chillers, 
pumps, and direct equipment noise radiation).  The 
analysis will document project features that will achieve 
60 dB(A) at the property line. 

Field Inspection  X X  Applicant    

2 Acoustical tests of the plant shall be completed as soon 
as practical during the construction period. Additional 
noise control measures shall be implemented if the 
measured sound levels at the property line exceed 60 
dB(A). Noise monitoring procedures are as follows: 
 
• Acoustical consultant will utilize a Type I (Precision) 

or Type 2 (General Purpose) Sound Level Meter 
meeting the requirements of the latest revision of 
American National Standard Institute (ANSI) S1.4. 
Specification for Sound Level Meters. 

• Use calibrated sound level meters, microphones, 
and calibrators with certified laboratory conformance 
per the manufactures specifications. 

• Acoustical instruments should be field calibrated 
according to the manufacturer's specifications, prior 
to and following use. 

• All measurements will use the A-weighting network 
and the SLOW response of the sound level meter 
unless otherwise specified. 

• Impulsive or impact noises will be measured using 
the C-Weighting network and the FAST response of 
the sound level meter. 

• All measurement microphones will be fitted with an 
appropriate windscreen, and measurements will be 
taken at least six feet away from the nearest 
reflective surface. 

• Noise level measurement periods for intermittent 
noise shall be a minimum of 15 minutes. 

 

Field Inspection   X  Applicant    
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MITIGATION MONITORING AND REPORTING PROGRAM 

Mitigation 
Measure No. 

Mitigation Measure Method of 
Verification 

Timing of 
Verification 

Responsible 
Party 

Completed  
 

Initials    Date 

Comments 

 NOISE (cont’d)   Pre 

Const 

During 

Const 

Post 

Const 

    

2 
(cont’d) 

• If, in the estimation of the Noise consultant, outside 
noise sources contribute significantly to the 
measured noise level, the measurements will be 
repeated with the same outside source contributions 
when construction is inactive to determine the 
background noise level. 

• Noise monitoring locations will be  clearly identified 
on a drawing 

 

Field Inspection   X  Applicant    

3 Final acoustical tests of the plant shall be conducted upon 
the completion of construction. If the noise level at the 
property line exceeds 60 dB(A), plant operations shall 
cease and the plant design shall be modified to achieve 
the required level of noise reduction. In this case a new 
acoustical analysis shall be prepared. 

Field Inspection    X Applicant    

4 A Noise Monitoring Report shall be submitted to the 
Environmental Projects Manager, CD, City of Chula Vista 
upon completion of the acoustical test. The noise 
measurement report shall include: 
 
• Date, Time, and Location 
• Duration of Measurement 
• Instrument and Calibration 
• DB(A) Leee qqq  
• Notes 
• Name of Acoustician 

Submission of 
report 

   X Applicant    

5 All construction equipment shall be maintained in good 
condition with factory installed or equivalent noise control 
systems. 
 

Field Inspection  X   Applicant    

 










































